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Headphones K45/12

Lightweight conference headphones
Article no.: 03.0271

Description

The lightweight K45 conference headset for delegates combines comfortable wearability thanks to its movable ear cups with a sturdy
design. The 1.2-meter connection cable is suitable for use with both portable receivers and desktop devices. The built-in steel headband
can be adjusted over a wide range. The soft foam ear pads are replaceable and washable.
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Product information

Technical data

Transducer principle
= Dynamic

Transmission range
= 36Hz - 16KHz

Impedance
= 150 ohms

Sound pressure level
= 86 dB

Nominal operating power
=T mwW

Nominal load capacity
= 100 mW

Distortion factor
"< 1.5%

Cable length
=1.2m

Connection
= 3.5 mm jack, mono

Color
= Black

Weight
=90g

BRAHLER Systems GmbH
Auf der Alten Burg 6
53639 Kdnigswinter
Germany

03.0271 250907 V2.0 BRAHLER Systems is constantly improving its products and therefore reserves the right to make technical changes without prior notice

@ +49 2244 8414 4

brahler

SYSTEMS

System components

Accessories

= Replacement ear pads
Article no.: 03.0470.2

Compatibility
DIGIMIC
= Voice units of the CMIc, ECMic, and SMic series
= DDol MKII
Article no.: 05.0760
= DDol2x
Article no.: 05.0765

INFRACOM

= |RX-recipient
Article no.: 06.5927 (12 channel)
Article no.: 06.5928 (32 channel)
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