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DIGIMIC LSMic215 
Conference unit with electrically extendable screen and microphone 
Article no.: 05.1794 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Description 

With our DIGIMIC LSMic215, your conference rooms become even more customizable. The conference unit’s screen can be retracted, 
opening up the view for conference participants. The microphone can also be electrically extended and retracted as needed------exactly as 
you require.  

When extended, the DIGIMIC LSMic215 offers a conference unit with a touchscreen in proven Brähler Systems quality. Via the HDMI 
connection, you can display any image content in Full HD resolution. With an optional brählerOS DPU, participants gain access to various 
brählerOS features, such as viewing session-related documents. At the touch of a button, the screen extends or retracts and can be tilted 
to the most comfortable angle.  

Even with the screen retracted, the DIGIMIC LSMic215 offers a complete conference unit, featuring an integrated channel selector (32 
channels ---- OR and 31 languages), a voting function (question and result display), and optional identification via RFID card. The units’ 
functions are based on the latest DIGIMIC technology.  

The DIGIMIC LSMic215 features a 21.5-inch screen. The LSMic215 has a crystal-clear OLED display and five conference control buttons. 
Any standard headphones (3.5 mm jack) can be connected to the LSMic215. The unit also features speakers for decentralized sound 
reinforcement. External devices such as mobile phones can be easily charged at the user’s seat via a USB charger.  

 
 
 
 
 
 
 
 
 

LSMic215 (Installation example) 
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Features 

 Full HD 10-point multitouch screen 
 Screen: 21.5 inches 
 Screen can be electrically extended or 

retracted at the touch of a button 
 Microphone can be electrically 

extended or retracted at the touch of a 
button 

 Built-in premium conference 
microphone TMD/382 

 Illuminated microphone button:  
Microphone on/off, request to speak 

 DIGIMIC conference module with 32-
channel channel selector and five 
control buttons 

 Graphical OLED display 
 RFID card reader for identification 

(optional) 
 Voting via control buttons or 

touchscreen (with optional DPU and 
brählerOS) 

 Optional version for the chairperson 
with an additional override button to 
mute delegate microphones 

 USB charger (USB-C) for charging 
external devices such as mobile 
phones (max. 65W) 

 

 

Technical Specifications  

Digital Audio 
 High-quality digital audio 
 Sampling rate: 48 kHz 
 Frequency range: 20–20,000 Hz 
 32 channels (OR and 31 languages) 
 Unlimited number of active 

microphones 
 
Display 
 Resolution 1920x1080 pixels 
 Contrast (typ.) 800:1 
 Brightness 400 cd/m² 
 10-point multi-touch screen 
 
Ports  
 2x RJ45 jacks for  

DIGIMIC system bus 
 2x RJ45 jacks for RS485 
 2x HDMI input 
 USB Type A port for touchscreen 
 3.5 mm headphone jack 
 USB-C (USB charger) 
 
Power consumption  
 Power connection (230V / 50 Hz) 
 
Housing 
 One-piece aluminum display frame 
 Aluminum base and cover 

Black coated  
 W x H x D in mm:  

Housing: approx. 670x755x59 
Tabletop cutout: 
Exterior: approx. 820x115x3 
Inner: approx. 807x109 

 Weight: approx. 18.2 kg 
 

 

System components 

Delegate App  
Article no.: OS.0050  
 
The Delegate App requires brählerOS 
 Single Conference Suite 

Article no.: OS.0100 
Or 
 Multi Conference Suite  

Article no.: OS.1000 
 
Supporting Central Unit 
 DCen MkII  

Article no.: 05.0055 
 

Microphones 
 TMD/382 

Article no.: 01.0740 
 
Software 
The brählerOS software is required for 
management and control. Easy 
configuration of all units from a single 
point. 
 

 
 
 
 
 
 
 
 
 
 

 

 

 
Chairman version: LSChair215 
 

Article no.: 05.1794.CH 
 
In addition to the delegate version, the DIGIMIC LSMic215 is also available as a chairman version. With an additional override button for 
muting delegate microphones, this version gives the conference chair special priority. 
 
 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

LSChair215 (Installation Example) 
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System example 
 

 

 


